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Mechanical Properties of All Weld Metal

Item YS
(MPa)

TS
(MPa)

EL
(%)

CVN Impact Value

Temp Avg.(J) Temp Avg.(J)

SM-70 eco 440 540 28 0°C (32°F) 115 -30°C (-22°F) 85

AWS Spec. ≥400 ≥480 ≥22 Avg. ≥ 27J@ -30°C

Chemical Composition of Wire

Item
Chemical Composition of Wire (wt%)

C Si Mn P S Cu

SM-70 eco 0.07 0.88 1.47 0.012 0.011 0.21

AWS A5.18 
ER70S-6 0.06~0.15 0.80~1.15 1.40~1.85 ≤0.025 ≤0.035 ≤0.50

Packaging

Diameter
mm (in)

Spool
kg (lbs)

Drum
kg (lbs)

0.6
(0.025)

5 (11)
15 (33) 
20 (44)

200 (440)
300 (660)
350 (771)
450 (992)

0.8
(0.030)

0.9
(0.035)

1.0
(0.040)

1.2
(0.045)

1.4
(0.052)

1.6
(1/16)

Proper Welding Parameters

Welding 
Position

Wire diameter

1.2mm
(0.045in)

1.4mm
(0.052in)

1.6mm
(1/16in)

F & HF 150-300A 200-330A 200-360A

Vertical up 120-220A 140-240A -

Diffusible Hydrogen Generation

Shielding 
Gas Diffusible Hydrogen Contents (ml/100g)

C1
(100% CO2)

X1 X2 X3 X4 Avg.

3.75 3.73 3.20 2.90 3.39

Hydrogen Analysis using Mercury Method
Hydrogen Evolution Time : 72 hrs

Hydrogen generation (ml/100g)

Environment Temp : 21°C
Laboratory Pressure : 101.75Kpa
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